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TXT-Update-Repair-Tool

With this tool you can fix the problem, that the Update Routine in ROBOPro does not work and shows the
message:

"Error Update phase 2 (or 3)"

Try the following steps:

Download the file TxtRootPwTools.zip to your PC and store it on your hard disk..
Extract the TxtRootPwTools.zip-file.

Switch on your TXT Controller and connect it to your PC via USB.

Double-click on the file New_Random_Root Pw.bat which is located in the folder TxtRootPwTools
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The following window appears:

BN C\Windows\system32Z\cmd.exe |ﬂ|&]

B :nft—tnxEntwicklung THController—28i4 Knobhloch \Securitys\TxtRootPuTools>echo off

When wvou have several THTS, you might see a message about changed
host fingerprints. This is normal since all TRTs use the same IP

ﬁﬂdress but different host fingerprints, so just answer y below.

WARNING — POTENTIAL SECURITY BREACH?

The server’s host key does not match the one PuTTY has

cached in the registry. This means that either the

cerver administrator has changed the host key, or you

have actually connected to another computer pretending

to he the server.

The new r»sa2 key fingerprint is:
ech—rsa 2048 ec:c5H:T7a:6d:85:cd:35:17:dc:aB:15:92:5d:fB:de:ec
If you were expecting thisz change and trust the new key,

enter "y'" to update PulT¥'s cache and continue connecting.
If you want to carry on connecting but without wpdating
the cache, enter "n".

If you want to abandon the connection completely. press
Return to cancel. Pressing Return is the OMLY guaranteed
zafe choice.

Update cached key? <uv/n,. Return cancels connection>

Enter "y" and "Return". The window will be closed then.
Restart your TXT Controller

Restart ROBOPro and try again to update the TXT Controller again. If the error message still appears it is
necessary to send the TXT to the fischertechnik service in order to be repaired.
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